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Abstract of JP2002064727 

PROBLEM TO BE SOLVED: To provide a 
photographing method and photographing 
system, using a digital video camera or the like 
for process control that is suitable for 
photographing an object to be displayed on a 
process control chart generated by a computer 
for the process control. SOLUTION: This 
invention provides the photographing method 
and photographing system, by using a digital 
video camera or the like for process control, 
that consists of a means (1) that sets an object 
photographing area in relation to the title of an 
object to a photographing recording medium of 
a camera 3, corresponding to the object and 
the title of the process control chart 2 by a 
process control computer 1 , of a means (2) 
that displays the title of the object set as above 
onto a photographing screen, such as a 
monitor of the camera, and of a means (3) that 
enters the photographing image photographed 
by the camera 3 to a prescribed area of the 
process control list 2 by the computer 1 
respectively. 
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* NOTICES * 

JPO and INPIT are not responsible for any 
damages caused by the use of this translation. 

LThis document has been translated by computer. So the translation may not reflect the original 
precisely. 

2.**** shows the word which can not be translated. 
3.1n the drawings, any words are not translated. 



CLAIMS 



[Claim(s)] 

[Claim 1]A photographing method of a digital camcorder for process control, etc. characterized 
by comprising the following. 

A stage of setting a photographic subject photographing area as a photograph recording medium 
of a camera which consists of a digital camcorder or a digital camera in relation to a title of a 
photographic subject corresponding to a title and a photographic subject which should be 
displayed on a process control table of a computer for process control. 

A stage on which photography screens, such as a finder of a camera or a monitor, are made to 
display a title of said set-up photographic subject. 

A stage of inputting into a predetermined field of a process control table of a computer for said 
process control a photography screen photoed in relation to a title with a camera, respectively. 

[Claim 2]In a photographing method of a digital camcorder for the process control according to 
claim 1, etc., A photographing method of a digital camcorder for process control etc. in which a 
stage of setting a photographic subject photographing area as a photograph recording medium of 
a camera in relation to a title of a photographic subject connects by a cable, and performs a 
computer and a camera for process control. 

[Claim 3]In a photographing method of a digital camcorder for the process control according to 
claim 1, etc., A photographing method of a digital camcorder for process control etc. in which a 
stage of setting a photographic subject photographing area as a photograph recording medium of 
a camera in relation to a title of a photographic subject connects by radio, and performs a 
computer and a camera for process control. 

[Claim 4]In a photographing method of a digital camcorder for the process control according to 
claim 1, etc., A photographing method of a digital camcorder for process control etc. in which a 
stage of setting a photographic subject photographing area as a photograph recording medium of 
a camera in relation to a title of a photographic subject connects via the Internet, and performs 
a computer and a camera for process control. 

[Claim 5]In a photographing method of a digital camcorder for the process control according to 
claim 1, etc., A photographing method of a digital camcorder for process control etc. which a 
stage of setting a photographic subject photographing area as a photograph recording medium of 
a camera in relation to a title of a photographic subject performs by connecting a photograph 
recording medium of a camera to a computer for process control. 

[Claim 6]ln a photographing method of a digital camcorder for the process control according to 
any one of claims 1 to 5, etc., A photographing method of a digital camcorder for process control 
etc. in which a stage of inputting into a predetermined field of a process control table of a 
computer for said process control a photography screen photoed in relation to a title with a 
camera, respectively connects by a cable, and performs a computer and a camera for process 
control. 

[Claim 7]In a photographing method of a digital camcorder for the process control according to 
any one of claims 1 to 5, etc., A photographing method of a digital camcorder for process control 
etc. in which a stage of inputting into a predetermined field of a process control table of a 
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computer for said process control a photography screen photoed in relation to a title with a 
camera, respectively connects by radio, and performs a computer and a camera for process 
control. 

[Claim 8]In a photographing method of a digital camcorder for the process control according to 
any one of claims 1 to 5, etc., A photographing method of a digital camcorder for process control 
etc. in which a stage of inputting into a predetermined field of a process control table of a 
computer for said process control a photography screen photoed in relation to a title with a 
camera, respectively connects via the Internet, and performs a computer and a camera for 
process control. 

[Claim 9]In a photographing method of a digital camcorder for the process control according to 
any one of claims 1 to 5, etc., A photographing method of a digital camcorder for process control 
etc. which a stage of inputting into a predetermined field of a process control table of a 
computer for said process control a photography screen photoed in relation to a title with a 
camera, respectively performs by connecting a photograph recording medium of a camera to a 
computer for process control. 

[Claim 10]In a photographing method of a digital camcorder for the process control according to 
any one of claims 1 to 9, etc., A photographing method of a digital camcorder for process control 
etc. in which a stage of setting a photographic subject photographing area as a photograph 
recording medium of a camera in relation to a title of a photographic subject sets up a 
photographic subject photographing area corresponding to qualifying standard time for every 
process. 

[Claim 1 1]In a photographing method of a digital camcorder for the process control according to 
any one of claims 1 to 10, etc., A photographing method of a digital camcorder for process 
control whose stage of making a title of said set-up photographic subject display on photography 
screens, such as a finder of a camera or a monitor, displays qualifying standard time for every 
process, etc. 

[Claim 12]Photographing systems characterized by comprising the following, such as a digital 
camcorder for process control. 

A means to set a photographic subject photographing area as a photograph recording medium of 
a camera which consists of a digital camcorder or a digital camera in relation to a title of a 
photographic subject corresponding to a title and a photographic subject which should be 
displayed on a process control table of a computer for process control. 

A means on which photography screens, such as a finder of a camera or a monitor, are made to 
display a title of said set-up photographic subject. 

A means to input into a predetermined field of a process control table of a computer for said 
process control a photography screen photoed in relation to a title with a camera, respectively. 

[Claim 13]ln photographing systems, such as a digital camcorder for the process control 
according to claim 12, Photographing systems, such as a digital camcorder for process control in 
which a means to set a photographic subject photographing area as a photograph recording 
medium of a camera in relation to a title of a photographic subject connects by a cable, and 
performs a computer and a camera for process control. 

[Claim 14]In photographing systems, such as a digital camcorder for the process control 
according to claim 12, Photographing systems, such as a digital camcorder for process control in 
which a means to set a photographic subject photographing area as a photograph recording 
medium of a camera in relation to a title of a photographic subject connects by radio, and 
performs a computer and a camera for process control. 

[Claim 15]In photographing systems, such as a digital camcorder for the process control 
according to claim 1 2, Photographing systems, such as a digital camcorder for process control 
performed by a means to set up a photographic subject photographing area in relation to a title 
of a photographic subject connecting a computer and a camera for process control to a 
photograph recording medium of a camera via the Internet. 

[Claim 16]In photographing systems, such as a digital camcorder for the process control 
according to claim 1 2, Photographing systems, such as a digital camcorder for process control 
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performed by a means to set a photographic subject photographing area as a photograph 
recording medium of a camera in relation to a title of a photographic subject connecting a 
photograph recording medium of a camera to a computer for process control. 
[Claim 1 7]In photographing systems, such as a digital camcorder for the process control 
according to any one of claims 12 to 16. Photographing systems, such as a digital camcorder for 
process control in which a means to input into a predetermined field of a process control table 
of a computer for said process control a photography screen photoed in relation to a title with a 
camera, respectively connects by a cable, and performs a computer and a camera for process 
control. 

[Claim 18]In photographing systems, such as a digital camcorder for the process control 
according to any one of claims 12 to 16, Photographing systems, such as a digital camcorder for 
process control in which a means to input into a predetermined field of a process control table 
of a computer for said process control a photography screen photoed in relation to a title with a 
camera, respectively connects by radio, and performs a computer and a camera for process 
control. 

[Claim 19]In photographing systems, such as a digital camcorder for the process control 
according to any one of claims 12 to 16, Photographing systems, such as a digital camcorder for 
process control in which a means to input into a predetermined field of a process control table 
of a computer for said process control a photography screen photoed in relation to a title with a 
camera, respectively connects via the Internet, and performs a computer and a camera for 
process control. 

[Claim 20]In photographing systems, such as a digital camcorder for the process control 
according to any one of claims 12 to 16, Photographing systems, such as a digital camcorder for 
process control performed by a means to input into a predetermined field of a process control 
table of a computer for said process control a photography screen photoed in relation to a title 
with a camera, respectively connecting a photograph recording medium of a camera to a 
computer for process control. 

[Claim 21]In photographing systems, such as a digital camcorder for the process control 
according to any one of claims 12 to 20, Photographing systems, such as a digital camcorder for 
process control in which a means to set a photographic subject photographing area as a 
photograph recording medium of a camera in relation to a title of a photographic subject sets up 
a photographic subject photographing area corresponding to qualifying standard time for every 
process. 

[Claim 22]In photographing systems, such as a digital camcorder for the process control 
according to any one of claims 12 to 21, Photographing systems, such as a digital camcorder for 
process control whose a means to make a title of said set-up photographic subject display on 
photography screens, such as a finder of a camera or a monitor, displays qualifying standard time 
for every process. 

[Claim 23]Photographing systems, such as a digital camcorder for process control in which a 
digital camcorder etc. have an edit function in photographing systems, such as a digital 
camcorder for the process control according to any one of claims 12 to 22. 

[Claim 24]Photographing systems, such as a digital camcorder for process control which a digital 
camcorder etc. are uniting with a computer in photographing systems, such as a digital 
camcorder for the process control according to any one of claims 12 to 23. 



[Translation done.] 
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* NOTICES * 

JPO and INPIT are not responsible for any 
damages caused by the use of this translation. 

1. This document has been translated by computer. So the translation may not reflect the original 
precisely. 

2. **** shows the word which can not be translated. 
3. In the drawings, any words are not translated. 



DETAILED DESCRIPTION 



[Detailed Description of the Invention] 
[0001] 

[Field of the Invention]This invention relates to the photographing method and photographing 
system of a digital camcorder etc. suitable for photoing the photographic subject which should 
be displayed on the process control table of the computer for process control for process 
control. 
[0002] 

[Description of the Prior Art]If it is in some which cannot advance construction one by one and 
cannot recognize each process visually easily after completion like construction processes, such 
as a residence, according to the construction schedule defined beforehand, It is preferred on 
repair and repair of a later or investigation of fault, evaluation of a residence, and a value 
judgment to photo the key point of the process with a digital camcorder etc., and to record it. 
[0003]By the way, in a Prior art to the process control table of the computer for process 
control. Although a title can be attached and edited, it can cut off for every process and it can 
stick on the process control table of a computer as a picture of an appropriate process, looking 
at the picture which photoed the photographic subject which should be displayed for every 
construction process with a digital camera, a digital camcorder, etc., and photoed it after 
photography, Time, a labor, and expense start and it is easy to generate a mistake, like a 
photographic subject differs from a title. 
[0004] 

[Means for Solving the Problem]Then, a thing this invention is characterized by that comprises 
the following and which provides a photographing method and a photographing system of a digital 
camcorder etc. for process control. 

A means to set a photographic subject photographing area as a photograph recording medium of 
a camera which consists of a digital camcorder or a digital camera in relation to a title of a 
photographic subject corresponding to a title and a photographic subject which should be 
displayed on a process control table of a computer for process control. 

A means on which photography screens, such as a finder of a camera or a monitor, are made to 
display a title of said set-up photographic subject. 

A means to input into a predetermined field of a process control table of a computer for said 
process control a photography screen photoed in relation to a title with a camera, respectively. 

[0005]According to this invention, it corresponds to a title and a photographic subject which 
should be displayed on a process control table of a computer for process control, In [ since a 
photographic subject photographing area can be set as a photograph recording medium of a 
camera which consists of a digital camcorder or a digital camera in relation to a title of a 
photographic subject ] a construction site etc., Since a title of a photographic subject which 
should be photoed beforehand is displayed on photography screens, such as a finder of a 
camera, or a monitor, according to the display, can photo a photograph and an image of a 
required process certainly rightly, and. A photography screen photoed with a title after 
photography can be inputted into a predetermined field of a process control table of a computer 
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Tor said process control, respectively, Attach and edit a title, looking at a photoed picture after 
the conventional photography, since editing work will be completed immediately, or. It can cut off 
for every process, and time of sticking on a process control table of a computer, a labor, and 
expense can be made unnecessary, and scandals, such as mistaking a title and a photographic 
subject, can be beforehand prevented from occurring. 
[0006] 

[Embodiment of the Invention]The thing this invention is characterized by that comprises the 
following and which provides the photographing method of the digital camcorder for process 
control, etc. 

The stage of setting a photographic subject photographing area as the photograph recording 
medium of the camera which consists of a digital camcorder or a digital camera in relation to the 
title of a photographic subject corresponding to the title according to claim 1 and photographic 
subject which should be displayed on the process control table of the computer for process 
control like. 

The stage on which photography screens, such as a finder of a camera or a monitor, are made to 
display the title of said set-up photographic subject. 

The stage of inputting into the predetermined field of the process control table of the computer 
for said process control the photography screen photoed in relation to the title with the camera, 
respectively. 

[0007]As a gestalt of one example, the camera which consists of a digital camcorder or a digital 
camera, send return can free photography screens, such as a finder or a monitor, by the push 
button and operation switch attached to a camera — a rapid traverse — it already returning or, 
With what is called a search function, the work-contents display of a request of a desired 
process, etc. are displayed according to the process of the spot, and are photoed, and it 
reproduces, and it constitutes so that photographing results can be checked. 
[0008]In the photographing method of the digital camcorder for the process control according to 
claim 1, etc. like the statement to claim 2 in this invention, The stage of setting a photographic 
subject photographing area as the photograph recording medium of a camera in relation to the 
title of a photographic subject provides the photographing method of the digital camcorder for 
process control etc. which connect by a cable and perform the computer and camera for 
process control. In the case of this embodiment, where a photograph recording medium is built 
in, the computer and camera for process control are connected to a camera by a cable via an 
adapter etc., and it constitutes so that a photographic subject photographing area can be set as 
the photograph recording medium of a camera in relation to the title of a photographic subject. 
[0009]In the photographing method of the digital camcorder for the process control according to 
claim 1, etc. like the statement to claim 3 in this invention, The stage of setting a photographic 
subject photographing area as the photograph recording medium of a camera in relation to the 
title of a photographic subject provides the photographing method of the digital camcorder for 
process control etc. which connect by radio and perform the computer and camera for process 
control. In the case of this embodiment, where a photograph recording medium is built in a 
camera, via an antenna etc., The computer and camera for process control are connected by 
wireless communication means, such as a transceiver or a radio telephone network, and it 
constitutes so that a photographic subject photographing area can be set as the photograph 
recording medium of a camera in relation to the title of a photographic subject. 
[0010]In the photographing method of the digital camcorder for the process control according to 
claim 1, etc. like the statement to claim 4 in this invention, The photographing method of the 
digital camcorder for process control etc. in which the stage of setting a photographic subject 
photographing area as the photograph recording medium of a camera in relation to the title of a 
photographic subject connects via the Internet, and performs the computer and camera for 
process control is provided. In the case of this embodiment, where a photograph recording 
medium is built in, the computer and camera for process control are connected to a camera via 
the Internet by the telephone line of a cable or radio, etc., It constitutes so that a photographic 
subject photographing area can be set as the photograph recording medium of a camera in 
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disk form is connected to the computer for process control, It constitutes so that the 
photography screen for every title photoed by the photograph recording medium of the camera 
can be inputted into the predetermined field of the process control table of the computer for 
said process control, respectively. 

[0016]In the photographing method of the digital camcorder for the process control according to 
any one of claims 1 to 9, etc. like the statement to claim 10 in this invention. The stage of 
setting a photographic subject photographing area as the photograph recording medium of a 
camera in relation to the title of a photographic subject provides the photographing method of 
the digital camcorder for process control etc. which set up the photographic subject 
photographing area corresponding to the qualifying standard time for every process. 
[0017]In the photographing method of the digital camcorder for the process control according to 
any one of claims 1 to 10, etc. like the statement to claim 1 1 in this invention, The stage of 
making the title of said set-up photographic subject display on photography screens, such as a 
finder of a camera or a monitor, provides the photographing method of the digital camcorder for 
process control etc. which display the qualifying standard time for every process. 
[0018]The thing this invention is characterized by that comprises the following and which 
provides photographing systems, such as a digital camcorder for process control. 
A means to set a photographic subject photographing area as the photograph recording medium 
of the camera which consists of a digital camcorder or a digital camera in relation to the title of 
a photographic subject corresponding to the title according to claim 12 and photographic subject 
which should be displayed on the process control table of the computer for process control like. 
The means on which photography screens, such as a finder of a camera or a monitor, are made 
to display the title of said set-up photographic subject. 

A means to input into the predetermined field of the process control table of the computer for 
said process control the photography screen photoed in relation to the title with the camera, 
respectively. 

[0019]In photographing systems, such as a digital camcorder for the process control according 
to claim 12, like the statement to claim 13 in this invention, A means to set a photographic 
subject photographing area as the photograph recording medium of a camera in relation to the 
title of a photographic subject provides photographing systems, such as a digital camcorder for 
process control which connect by a cable and performs the computer and camera for process 
control. 

[0020]In photographing systems, such as a digital camcorder for the process control according 
to claim 12, like the statement to claim 14 in this invention, A means to set a photographic 
subject photographing area as the photograph recording medium of a camera in relation to the 
title of a photographic subject provides photographing systems, such as a digital camcorder for 
process control which connect by radio and performs the computer and camera for process 
control. 

[0021 ]In photographing systems, such as a digital camcorder for the process control according 
to claim 12, like the statement to claim 15 in this invention, Photographing systems, such as a 
digital camcorder for process control performed by a means to set up a photographic subject 
photographing area in relation to the title of a photographic subject connecting the computer and 
camera for process control to the photograph recording medium of a camera via the Internet, are 
provided. 

[0022]In photographing systems, such as a digital camcorder for the process control according 
to claim 12, like the statement to claim 16 in this invention, Photographing systems, such as a 
digital camcorder for process control performed by a means to set a photographic subject 
photographing area as the photograph recording medium of a camera in relation to the title of a 
photographic subject connecting the photograph recording medium of a camera to the computer 
for process control, are provided. 

[0023]In photographing systems, such as a digital camcorder for the process control according 
to any one of claims 12 to 16, like the statement to claim 17 in this invention, A means to input 
into the predetermined field of the process control table of the computer for said process 
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* control the photography screen photoed in relation to the title with the camera, respectively. 
Photographing systems, such as a digital camcorder for process control performed by connecting 
the computer and camera for process control by a cable, are provided. 

[0024]In photographing systems, such as a digital camcorder for the process control according 
to any one of claims 12 to 16, like the statement to claim 18 in this invention, A means to input 
into the predetermined field of the process control table of the computer for said process 
control the photography screen photoed in relation to the title with the camera, respectively, 
Photographing systems, such as a digital camcorder for process control performed by connecting 
the computer and camera for process control by radio, are provided. 

[0025]In photographing systems, such as a digital camcorder for the process control according 
to any one of claims 12 to 16, like the statement to claim 19 in this invention, A means to input 
into the predetermined field of the process control table of the computer for said process 
control the photography screen photoed in relation to the title with the camera, respectively, 
Photographing systems, such as a digital camcorder for process control which connect via the 
Internet and performs the computer and camera for process control, are provided. 
[0026]In photographing systems, such as a digital camcorder for the process control according 
to any one of claims 12 to 16, like the statement to claim 20 in this invention, A means to input 
into the predetermined field of the process control table of the computer for said process 
control the photography screen photoed in relation to the title with the camera, respectively. 
Photographing systems, such as a digital camcorder for process control performed by connecting 
the photograph recording medium of a camera to the computer for process control, are provided. 

[0027]In photographing systems, such as a digital camcorder for the process control according 
to any one of claims 12 to 20, like the statement to claim 21 in this invention, A means to set a 
photographic subject photographing area as the photograph recording medium of a camera in 
relation to the title of a photographic subject provides photographing systems, such as a digital 
camcorder for process control which sets up the photographic subject photographing area 
corresponding to the qualifying standard time for every process. 

[0028]In photographing systems, such as a digital camcorder for the process control according 
to any one of claims 12 to 21, like the statement to claim 22 in this invention, A means to make 
the title of said set-up photographic subject display on photography screens, such as a finder of 
a camera or a monitor, provides photographing systems, such as a digital camcorder for process 
control which displays the qualifying standard time for every process. As for this invention, the 
photographing systems according to claim 23, such as a digital camcorder for process control in 
which a digital camcorder etc. have an edit function like in photographing systems, such as a 
digital camcorder for the process control according to any one of claims 12 to 22, are provided. 
.In photographing systems, such as a digital camcorder for the process control according to any 
one of claims 12 to 23, like the statement to claim 24 in this invention, Photographing systems, 
such as a digital camcorder for process control which the digital camcorder etc. are uniting with 
a computer, are provided. 
[0029] 

[Example]Although the example of a statement carries out the outline of the construction 
process drawing of a door-denominated wooden house to drawing 1 and shows it to it, In a 
foundation, by excavation construction of a mat foundation, as a result of **** ** Photography, 
photography of earthwork construction of broken stone, Photography of oversite concrete 
construction, photography of basic ferro-concrete framework construction, There are 
photography of placing construction of concrete, photography of the completed foundation, etc., 
** In photography of the first floor framework, the first floor floor panel **** construction, etc., 
photography of the second floor floor panel **** construction of **, etc., and the second floor 
framework construction of **. At the time of photography of photography of a ceiling, a floor 
panel and a pillar, or a beam, roof ascent beam construction of **, and sarking panel **** 
construction, photography of the wall panel construction of the 1 -second floor of photography 
** of an attic space, and completion of **, photography of the interior of a room, appearance, 
etc. is needed one by one according to an operation sheet. 
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[0030]In the case of the example of drawing 2 , in (1) in the data base 1 of the computer for 
process control. The title and the photographic subject photographing area 2 which need 
photography for every process beforehand corresponding to the process control table for every 
**** of the article which is due to be performed on the day are set up, Before going to a 
construction site, a foreman etc. connect the camera 3 which consists of this computer, a digital 
camcorder to carry, or a digital camera via a cable or radio, the Internet, etc., and set a 
photographic subject photographing area as the photograph recording medium of the camera 3 in 
relation to the title of a photographic subject. 

[0031 ]In the construction site of (2) of drawing 2 , the title of said set-up photographic subject 4 
is made to display on photography screens, such as a finder of the camera 3, or a monitor, and a 
required process is photoed in relation to a title with the camera 3. for example, the title about a 
foundation — a mat foundation and excavation, and earthwork and broken stone — it will throw 
away and a predetermined exposure time field will be set up with the display of Cong, a 
reinforcement frame group, etc. The photography screen of each process is edited into the 
length according to qualifying standard time simultaneously with photography, and an edited 
state can be checked at the spot by the regenerative function of a camera. That is, it is 
preferred to have provided the edit function in the camera. Therefore, when inconvenience 
arises, an inconvenient portion is eliminated promptly on that spot, and retaking is possible. The 
photography screen area is made the composition which can record over, without changing 
computer set portions, such as a title, in this case. 

[0032]After photography of drawing 2 of (3), the camera 3 and the computer for process control 
are connected via a cable or radio, the Internet, etc., When it uploads, the photography screen 
photoed by the photograph recording medium of the camera 3 is carved into the predetermined 
field of the process control table of the data base 1 of the computer for said process control, 
respectively, will be stuck automatically and will be edited. In this case, it is preferred for a 
computer to be built in a camera and to unify. Although this example is one example about the 
construction process of a door-denominated wooden house, it is clear from the above- 
mentioned explanation that this invention method or a system is applicable to other buildings, 
assembly structure, etc. 
[0033] 

[Effect of the Invention]According to the photographing method and photographing system of a 
digital camcorder etc. for process control which are applied to this invention as above. It 
corresponds to the title and photographic subject which should be displayed on the process 
control table of the computer for process control, A means to set a photographic subject 
photographing area as the photograph recording medium of the camera which consists of a 
digital camcorder or a digital camera in relation to the title of a photographic subject, The means 
on which photography screens, such as a finder of a camera or a monitor, are made to display 
the title of said set-up photographic subject, By having the composition which consists of a 
means to input into the predetermined field of the process control table of the computer for said 
process control the photography screen photoed in relation to the title with the camera, 
respectively. Since the title of the photographic subject which should be beforehand photoed on 
photography screens, such as a finder of a camera or a monitor, is displayed at the process spot. 
In [ according to the display, there is an effect which can photo the photograph and image of a 
required process rightly, and ] after photography, If the photography screen photoed with the 
title is inputted into the predetermined field of the process control table of the computer for said 
process control, respectively, since editing work will be completed, attach and edit a title after 
photography, looking at the photoed picture, and it cuts off for every process, Time, such as 
sticking on the process control table of a computer, a labor, and expense are made unnecessary, 
and there is an effect which can be prevented beforehand about a mistake, like a photographic 
subject differs from a title occurring. 

[0034]In this invention, it has the composition performed by a means to set a photographic 
subject photographing area as the photograph recording medium of a camera in relation to the 
title of a photographic subject connecting the computer and camera for process control by a 
cable in the above-mentioned photographing method and photographing system of a digital 
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" camcorder etc. for process control. 

Therefore, it is effective in the ability to connect a computer and a camera certainly by a cable 
and set a photographic subject photographing area as the photograph recording medium of a 
camera in relation to the title of a photographic subject. 

[0035]In this invention, it has the composition performed by a means to set a photographic 
subject photographing area as the photograph recording medium of a camera in relation to the 
title of a photographic subject connecting the computer and camera for process control by radio 
in the above-mentioned photographing method and photographing system of a digital camcorder 
etc. for process control. 

Therefore, it is effective in the ability to connect a computer and a camera from remoteness by 
radio, and set a photographic subject photographing area as the photograph recording medium of 
a camera in relation to the title of a photographic subject. 

[0036]In the photographing method and photographing system of a digital camcorder etc. above- 
mentioned in this invention for process control, It has the composition performed by a means to 
set up a photographic subject photographing area in relation to the title of a photographic 
subject connecting the computer and camera for process control to the photograph recording 
medium of a camera via the Internet. 

Therefore, in a wide area, the computer and camera for process control are internationally 
connected via the Internet, and it is effective in the ability to set a photographic subject 
photographing area as the photograph recording medium of a camera in relation to the title of a 
photographic subject. 

[0037]In this invention, it has the composition performed by a means to set a photographic 
subject photographing area as the photograph recording medium of a camera in relation to the 
title of a photographic subject connecting the photograph recording medium of a camera to the 
computer for process control in the above-mentioned photographing method and photographing 
system of a digital camcorder etc. for process control. 

Therefore, only a photograph recording medium is independently connected to the computer for 
process control from the camera of the shape of a card type, or disk form, and there is an effect 
of being able to substitute and use a photograph recording medium for a camera at the 
photography spot etc. 

[0038]In the photographing method and photographing system of a digital camcorder etc. above- 
mentioned in this invention for process control, It has the composition performed by a means to 
input into the predetermined field of the process control table of the computer for said process 
control the photography screen photoed in relation to the title with the camera, respectively 
connecting the computer and camera for process control by a cable. 

Therefore, it is effective in the ability to connect a computer and a camera certainly by a cable 
and input a photography screen into the predetermined field of the process control table of a 
computer. 

[0039]In the photographing method and photographing system of a digital camcorder etc. above- 
mentioned in this invention for process control, It has the composition performed by a means to 
input into the predetermined field of the process control table of the computer for said process 
control the photography screen photoed in relation to the title with the camera, respectively 
connecting the computer and camera for process control by radio. 

Therefore, it is effective in the ability to connect the computer and camera in remoteness by 
radio, and input a photography screen into the predetermined field of the process control table 
of a computer. 

[0040]In the photographing method and photographing system of a digital camcorder etc. above- 
mentioned in this invention for process control, It has the composition whose a means to input 
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" Into the predetermined field of the process control table of the computer for said process 
control the photography screen photoed in relation to the title with the camera, respectively 
connects via the Internet, and performs the computer and camera for process control. 
Therefore, in a wide area, the computer and camera for process control are internationally 
connected via the Internet, and it is effective in the ability to input a photography screen into 
the predetermined field of the process control table of a computer. 

[0041 ]In the photographing method and photographing system of a digital camcorder etc. above- 
mentioned in this invention for process control, It has the composition performed by a means to 
input into the predetermined field of the process control table of the computer for said process 
control the photography screen photoed in relation to the title with the camera, respectively 
connecting the photograph recording medium of a camera to the computer for process control. 
Therefore, only the photograph recording medium which became independent of cameras, such 
as the shape of a card type or disk form, is connected to the computer for process control, a 
photograph recording medium is substituted for the computer for process control, and there is 
an effect of being able to input a photography screen. 

[0042]In this invention, a means to set a photographic subject photographing area as the 
photograph recording medium of a camera in relation to the title of a photographic subject has 
the composition which sets up the photographic subject photographing area corresponding to the 
qualifying standard time for every process in the above-mentioned photographing method and 
photographing system of a digital camcorder etc. for process control. 

Therefore, there is an effect which can photo a photographic subject according to the exposure 
time by a digital camcorder etc. 

[0043]In this invention, a means to make the title of said set-up photographic subject display on 
photography screens, such as a finder of a camera or a monitor, has the composition which 
displays the qualifying standard time for every process in the above-mentioned photographing 
method and photographing system of a digital camcorder etc. for process control. 
Therefore, there is an effect which can be controlled correctly and can be photoed, looking at 
the exposure time by a digital camcorder etc. 

[0044]In this invention, a digital camcorder etc. have an edit function in the above-mentioned 
photographing method and photographing system of a digital camcorder etc. for process control. 
Therefore, at the photography spot, there is an effect which can eliminate an inconvenient 
portion, or can be retaken and edited. 

In this invention, the digital camcorder etc. are uniting with a computer in the above-mentioned 
photographing method and photographing system of a digital camcorder etc. for process control. 
Therefore, it is effective in the ability to perform transmission and reception, data management, 
etc. of the photoed process data through the Internet etc. 
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- * NOTICES * 

JPO and INPIT are not responsible for any 
damages caused by the use of this translation. 

1. This document has been translated by computer. So the translation may not reflect the original 
precisely. 

2. **** shows the word which can not be translated. 
3.1n the drawings, any words are not translated. 



DESCRIPTION OF DRAWINGS 

[Brief Description of the Drawings] 

[Drawing l] The approximate account figure showing the construction process of the door- 
denominated wooden house concerning this invention. 

[Drawing 2]t his invention method or a system is an approximate account figure [ like ] 1 
operative condition. 



[Translation done.] 
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relation to the title of a photographic subject. 

[001 1]In the photographing method of the digital camcorder for the process control according to 
claim 1 f etc. like the statement to claim 5 in this invention, The photographing method of the 
digital camcorder for process control etc. which the stage of setting a photographic subject 
photographing area as the photograph recording medium of a camera in relation to the title of a 
photographic subject performs by connecting the photograph recording medium of a camera to 
the computer for process control is provided. In the case of this embodiment, the photograph 
recording medium which can be detached and attached to the camera and computer of the 
shape of a card type or disk form is connected to the computer for process control, A 
photographic subject photographing area can be set up in relation to the title of a photographic 
subject, and it can be used at the photography spot etc., being able to equip a camera with the 
photograph recording medium which this setting out completed. 

[001 2]In the photographing method of the digital camcorder for the process control according to 
any one of claims 1 to 5, etc. like the statement to claim 6 in this invention, The stage of 
inputting into the predetermined field of the process control table of the computer for said 
process control the photography screen photoed in relation to the title with the camera, 
respectively, The photographing method of the digital camcorder for process control etc. which 
are performed by connecting the computer and camera for process control by a cable is 
provided. In the case of this embodiment, where a photograph recording medium is built in a 
camera, via an adapter etc., The computer and camera for process control are connected by a 
cable, and it constitutes so that the photography screen for every title photoed by the 
photograph recording medium of the camera can be inputted into the predetermined field of the 
process control table of the computer for said process control, respectively. 

[0013]In the photographing method of the digital camcorder for the process control according to 
any one of claims 1 to 5, etc. like the statement to claim 7 in this invention, The stage of 
inputting into the predetermined field of the process control table of the computer for said 
process control the photography screen photoed in relation to the title with the camera, 
respectively, The photographing method of the digital camcorder for process control etc. which 
are performed by connecting the computer and camera for process control by radio is provided. 
In the case of this embodiment, where a photograph recording medium is built in a camera, via an 
antenna etc., The computer and camera for process control are connected by wireless 
communication means, such as a transceiver or a radio telephone network, It constitutes so that 
the photography screen for every title photoed by the photograph recording medium of the 
camera can be inputted into the predetermined field of the process control table of the 
computer for said process control, respectively. 

[0014]In the photographing method of the digital camcorder for the process control according to 
any one of claims 1 to 5, etc. like the statement to claim 8 in this invention, The stage of 
inputting into the predetermined field of the process control table of the computer for said 
process control the photography screen photoed in relation to the title with the camera, 
respectively, The photographing method of the digital camcorder for process control etc. which 
connect via the Internet and perform the computer and camera for process control is provided. 
In the case of this embodiment, where a photograph recording medium is built in, the computer 
and camera for process control are connected to a camera via the Internet by the telephone line 
of a cable or radio, etc., It constitutes so that the photography screen for every title photoed by 
the photograph recording medium of the camera can be inputted into the predetermined field of 
the process control table of the computer for said process control, respectively. 
[001 5]In the photographing method of the digital camcorder for the process control according to 
any one of claims 1 to 5, etc. like the statement to claim 9 in this invention, The stage of 
inputting into the predetermined field of the process control table of the computer for said 
process control the photography screen photoed in relation to the title with the camera, 
respectively, The photographing method of the digital camcorder for process control etc. which 
are performed by connecting the photograph recording medium of a camera to the computer for 
process control is provided. In the case of this embodiment, the photograph recording medium 
which can be detached and attached to the camera and computer of the shape of a card type or 
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